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Bollards:
12’’ Dia. with
Stainless Steel Cover 
and Vertical Directional 
Finish
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31st STREET

SIDEWALK

8th Ave and 31st Street Entrance – Proposed Partial Plan

Re-use of existing building openings & Proposed Grading 

1:20 SLOPE DOWN

MAX

Drain: Academy Black 
Granite Pavers With 
Slots

New  (3) 
Widened Doors

+329’-3”

+329’-3 1/2”

+329’-11”

+329’-3”

Sidewalk:
C.I.P Concrete
Joints 5’-0’’ O.C.

Corners:
Stony Creek Granite 
Pavers (34th St 
Partnership Standard)

Moat Area: 
Distinct Surface 
Treatment – Academy 
Black Granite  
Diamond 100 Finish

Moat Wall Trace: 
Salvaged Milford Pink 
Granite

Historic Building:
Milford Pink Granite

Edge: Sanded 
Academy Black Granite 
Pavers
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+ 329’-3 1/2”

Re-use of existing building openings & Proposed Grading 

+ 329’-11”
+ 329’-3”

8th Ave and 31st Street Entrance –
Proposed Partial Section
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8th Ave and 31st Street Entrance – Ground Surface Treatment

Moat Area: 
Distinct Surface 
Treatment – Academy 
Black Granite Diamond 
100 Finish

Sidewalk:
C.I.P Concrete
Joints 5’-0’’ O.C.

Historic Building:
Milford Pink Granite

Bollards:
12’’ Dia., with
Stainless Steel Cover

Moat Wall Trace:  
Salvaged Milford Pink 
Granite

Proposed Phase II 
Building Identification

Proposed Phase II 
Pylon Location

Corners:
Stony Creek Granite 
Pavers (34th St 
Partnership Standard)
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Relocated Subway 
Entrance:  
Academy Black Granite  
Diamond 100 Finish
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8th Ave and 33rd Street Entrance – Proposed Partial Plan

33RD STREET

Re-use of existing building openings & Proposed Grading 

+332’-0”

+333’-6”

+330’-3”+330’-3 1/2”

+332’-3”

+332’-5”

New  (3) 
Widened Doors

Historic Moat Wall 
Segment: 
Reconstructed To 42” 
Height
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Bollards:
12’’ Dia., with
Stainless Steel  Cover

Drain: Granite Pavers 
With Slots

Sidewalk:
C.I.P Concrete
Joints 5’-0’’ O.C.

Corners:
Stony Creek Granite 
Pavers (34th St 
Partnership Standard)

Moat Area Surface: 
Distinct Surface 
Treatment – Academy 
Black Granite  
Diamond 100 Finish

Moat Wall Trace:  
Salvaged Milford Pink 
Granite

Historic Building:
Milford Pink Granite

Edge: Sanded 
Academy Black Granite 
Pavers
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+ 330’-3 1/2” + 330’-3”

8th Ave and 33rd Street Entrance –
Proposed Partial Section

Re-use of existing building openings & Proposed Grading 

+ 332’-3”



S O M 07/15/2011   Ground Surface Treatment

8th Ave and 33rd Street Entrance – Ground Surface Treatment

Moat Area: 
Distinct Surface 
Treatment – Academy 
Black Granite  Diamond 
100 Finish

Sidewalk:
C.I.P Concrete
Joints 5’-0’’ O.C.

Historic Building:
Milford Pink Granite

Bollards:
12’’ Dia., with
Stainless Steel Cover

Moat Wall Trace:  
Salvaged Milford Pink 
Granite

Proposed Phase II 
Building Identification

Proposed Phase II 
Pylon Location

Historic Moat Wall 
Reconstructed: 
Salvaged Milford Pink 
Granite

Guard Rail: Academy 
Black Granite Diamond 
100 Finish




